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CS Leasing is your committed partner for standard 
and specialised containers. We specialise in the leasing, 
sale and design of containers and intermodal equipment, 
delivering flexible, innovative solutions through our global 
network of offices, agents and depots.  We are led by an 
international management team who individually have over 
25 years’ experience in their respective fields of container 

procurement, leasing and operations. Our knowledge, 
dedication and agility ensure you receive the best-fit solution 
for your logistical and finance needs. We offer a young 
diversified fleet of high-calibre containers and we continually 
invest in our fleet to meet market demand and the needs of 
our customers. Visit our website for detailed information on 
our fleet, the services we offer and our capabilities.
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Global infrastructure covering the Americas, Australasia and 
New Zealand, Asia, Europe, South Africa and the Arabian Gulf

www.cslintermodal.com | Join the conversation       /@cs_leasing
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CS
LEASING ISO TANKS

Insulated, uninsulated and baffled options available.

Stacking up to nine units high, our young fleet is equipped 

with 12m2 effective surface of steam heating using Duplex 

stainless steel and ISO-required triple-closure secure design 

as standard.

Suitable for hazardous, non-hazardous and food grade 

cargoes, and with an easy-clean design, this fleet has been 

manufactured as a robust, economical solution for  

extended use.

l	  �Uninsulated options available for 24,000 and 25,000 litre 

tanks.

l	  �Baffled 26,000 litre tanks available with 3xV type fully 

welded stainless steel baffles, offering a large capacity 

tank with increased product flexibility.

Key Features:

l	  Handrail and full walkway options available

l	  �Remote cable-operated airline release valve at ground 

level for operator safety

l	  Top outlet provision

l	  No cladding straps to minimise damage

l	  �Approvals include: UIC, CSC, TIR, IM101, UK (DOT), RID/

ADR, AAR600, FRA, TC, IMDG, US DOT

l	  Full intermodal compatibility

l	  �Most popular for food, chemicals, petrochemicals  

and pharmaceuticals

Dimensions*	 Length 	 Ext 6,058mm	
	 Width	 Ext 2,438mm	
	 Height	 Ext 2,591mm

26,000 litre Insulated Baffle Tank

Rating 
26,000 litre	 MGW	 36,000kg 
		  79,365lbs 
	 Tare weight	 3,790kg   
		  8,455lb 
	 Max payload	 32,210kg  
		  71,010lb

Insulated, Uninsulated & Baffled
Typical Specification 

20ft x 8ft x 8ft 6in ISO T11 Tank

*Dimensions are nominal and typical, there may be variations
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Dimensions*	 Length	 Ext 6,058mm 

	 Width	 Ext 2,500mm 

	 Height	 Ext 2,896mm 

	 Diameter	 Int 2,484mm

Rating	 Cubic capacity	 27.0m³ 

		  954ft³ 

	 MGW	 34,000kg 

		  74,955lbs 

	 MAWA	 0.16MPa 

		  23.20psi 

	 Tare weight	 3,820kg 

		  8,420lbs 

	 Max payload	 31,850kg 

		  70,220lbs

POWDER TANKS

We offer a new fleet of the most advanced powder 

tanks. Choose from three design options which, with 

our standard ISO tank design, are all compatible with 

marine and intermodal transportation infrastructure – 

eliminating costly and time-consuming cargo transfer at 

these hubs.

Our special fluidisation membrane matting provides flex to 

the tank barrel cones, resulting in more effective discharge 

than conventional designs. As a result, our powder tanks 

have become the preferred choice for leading construction 

and mining companies. 

The four designs accommodate a wider selection and 

solution for project work, whether units are needed 

for transportation by road, rail, sea or to be loaded and 

operated stationary at remote work sites:

l	 4 cone with fluidisation matting (ship cell friendly – 	

	 standard ISO dimensions)

l 	4 cone sure seal aerated with ground loading, 2.5m wide

l 	3 cone with fluidisation matting and optional side ground 	

	 loading, 2.5m wide

l 	�3 cone with fluidisation matting and ground loading (ship 

cell friendly – standard ISO dimensions)

Key Features:

l	 Additional barrel pressure gauge for extra safety

l 	Stainless steel butterfly valves

l 	One loading hatch with internal cone supports for  

	 even spreading

l 	Two back flow shut-off valves

l	 Added silencer also used as pressure release

l 	Australian and New Zealand work safe approved units

Vessel Design Codes:

l	� AS1210-3,  AS3873-2000,  AS1271-2003,  AS3788-2006,  

AS1210 - 2010 Class3,  AS4458 - AS4037

l	� NZ Design Verification Certified C/8141-1-1  (3 cone ship 

cell friendly - ground loading)

l	� NZ Design Verification Certified Q/2736-2-1 (4 cone ship 

cell friendly)

l	�� Qld Work Safe - Certificate of Registration of Plant 

Q28793 - 4 cone sure seal aerated with ground loading

l	� Qld Work Safe - Certificate of Registration of Plant 

Q29733 - 4 cone ship cell friendly

l	� Qld Work Safe - Certificate of Registration of Plant 

Q29734 - 3 cone with fluidisation matting and ground 

loading.

*Dimensions are nominal and typical, there may be variations

Powder Tank
Typical Specification 20ft x 8ft x 9ft 6ft 
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CS
LEASING BULKERS - STANDARD AND BK2

The palletwide construction delivers maximum capacity 

and ease of loading, making them ideal for transporting dry 

bulk goods not suited for standard ISO containers.

Economical and versatile, our bulkers are fully compatible 

with existing container shipping, handling and intermodal 

transportation systems. 

Steel floors, specialised interior paint systems able to withstand 

aggressive chemicals and abrasive products and the option to 

carry cargo with/out liner bags ensure our robust standard and 

BK2 bulkers are the safest and most efficient container for a 

wide range of dry bulk commodities. 

With high strength and door-seal integrity, BK2 certified bulkers 

are licensed for the carriage of solid hazardous cargo in line with 

the International Maritime Dangerous Goods (IMDG) Code.

Key features

l	 �Three roof-mounted hatches for even cargo loading

l	 �Ergonomic side-mounted front hatch release handle

l	 �Mounting brackets to support front discharge

l	 �Rear bleed hatches for safe sampling

l	 �Provision to accept liner bags with shoring bars

l	 �Most popular for mining, explosives and agriculture

Dimensions*	 Length 	 Ext 6,058mm 
		  Int 5,857mm 
	 Width	 Ext 2,462mm  
		  Int 2,380mm 
	 Height	 Ext 2,896mm  
		  Int 2,681mm

Door opening	 Width	 2,342mm		
	 Height	 2,605mm

Hatch opening	 Width:	 2,200mm		
	 Height	 600mm

Roof hatch	 Diameter 	 610mm

Rating	 Cubic capacity	 37.4m³ 
		  1,320ft³ 
	 MGW	 34,850kg 
		  76,830lbs 
	 Tare weight	 2,980kg 
		  6,570lbs 
	 Max payload	 31,870kg 
		  70,260lbs

*Dimensions are nominal and typical, there may be variations

Dimensions*	 Length 	 Ext 6,058mm 
		  Int 5,855mm 
	 Width	 Ext 2,462mm 
		  Int 2,370mm 
	 Height	 Ext 2,896mm 
		  Int 2,681mm

Door opening	 Width	 2,342mm		
	 Height	 2,605mm

Hatch opening	 Width	 2,200mm		
	 Height 	 600mm

Roof hatch	 Diameter	 610mm

Rating	 Cubic capacity	 37.2m³ 
		  1,316ft³ 
	 MGW	 35,000kg 
		  77,160lbs 
	 Tare weight	 3,750kg 
		  8,270lbs 
	 Max payload	 31,250kg 
		  68,890lbss

Bulker
Typical Specification 20ft x 2,462mm x 9ft 6in

Bulker BK2
Typical Specification 20ft x 2,462mm x 9ft 6in
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LEASING CELLULAR PALLETWIDE (CPCs)

Accommodates two 1165mm x 1165mm 

pallets side-by-side and 3% more capacity 

than standard ISO containers for non-

palletised cargo.

Delivering extra internal width and length, 

our CPCs maintain the external dimensions 

of standard ISO containers to ensure full 

intermodal compatibility.

Key features

l	� Full ISO-strength containers

l	� Reinforced bottom side rails  
(40’ x 9’6 version)

l	� Marine ply or bamboo flooring options

l	� Guide rails and 2.4m wide door opening 
for easier and faster loading and unloading

l	� Full intermodal compatibility

Cellular Palletwide 20 Cellular Palletwide 40

*Dimensions are nominal and typical, there may be variations

Cellular Palletwide 40 9/10

Dimensions*	 Length	 Ext 6,058mm 
		  Int 5,922mm 
	 Width	 Ext 2,462mm 
		  Int 2,418mm 
	 Height	 Ext 2,896mm 
		  Int 2,689mm

Door opening	 Width	 2,400mm 
	 Height	 2,585mm

Rating	 Cubic capacity	 38.5m³ 
		  1,360ft³ 
	 MGW	 30,480kg 
		  67,200lbs 
	 Tare weight	 2,690kg 
		  5,930lbs 
	 Max payload	 27,790kg 
		  61,270lbs

Dimensions*	 Length	 Ext 12,192mm 
		  Int 12,095mm 
	 Width	 Ext 2,462mm 
		  Int 2,370mm		
	 Height	 Ext 2,896mm 
		  Int 2,692mm

Door opening	 Width	 2,396mm 
	 Height	 2,584mm

Rating	 Cubic capacity	 78.9m³ 
		  2,785ft³ 
	 MGW	 34,000kg 
		  74,960lbs 
	 Tare weight	 4,400kg 
		  2,270lbs 
	 Max payload	 29,600kg 
		  65,260lbs

Dimensions*	 Length	 Ext 12,192mm 
		  Int 12,095mm 
	 Width	 Ext 2,462mm 
		  Int 2,422mm 
	 Height	 Ext 2,998mm 
		  Int 2,794mm

Door opening	 Width	 2,396mm 
	 Height	 2,686mm

Rating	 Cubic capacity	 81.8m³ 
		  2,890ft³ 
	 MGW	 34,000kg 
		  74,960lbs 
	 Tare weight	 4,580kg 
		  10,100lbs 
	 Max payload	 29,420kg 
		  64,860lbs

*Dimensions are nominal and typical, there may be variations
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LEASING SIDE DOORS

Offered with the choice of two heights, our 20’ side door 

containers provide the perfect solution for railcar operation 

with unrestricted access on both sides for ease and speed 

of loading and unloading.

These versatile side-opening containers accommodate two 

pallets side-by-side to maximise capacity, whilst the option to 

install a mezzanine deck provides further convenience.  

CS Leasing’s side door containers are manufactured with  

fork pockets for easy manoeuvring by forklift whether  

laden or unladen.

Key features

l	  �Accommodates two pallets side-by-side

l	  Multi side door opening configuration

l	  3mm steel checker-plate flooring

l	  Provision for mezzanine decks

l	  Fork pockets for empty or laden liftings

l	  Full intermodal and container ship compatibility

Dimensions*	 Length	 Ext 6,100mm 

		  Int 6,006mm 

	 Width	 Ext 2,502mm 

		  Int 2,402mm 

	 Height	 Ext 2,896mm 

		  Int 2,649mm

Door opening	 Width	 5,702mm 

	 Height	 2,540mm

Rating	 Cubic capacity	 38.2m³ 

		  1,348ft 

	 MGW	 30,480kg 

		  67,200lbs 

	 Tare weight	 4,000kg 

		  8,820lbs 

	 Max payload	 26,480kg 

		  58,380lbs

Side Door 20
Typical Specification 20ft x 2,502mm x 9ft 6in

*Dimensions are nominal and typical, there may be variations

Side Door 20 9/10
Typical Specification 20ft x 2,502mm x 9ft 10in

Dimensions*	 Length	 Ext 6,100mm 

		  Int 6,006mm 

	 Width	 Ext 2,502mm 

		  Int 2,402mm 

	 Height	 Ext 2,997mm 

		  Int 2,750mm

Door opening	 Width	 5,702mm 

	 Height	 2,641mm

Rating	 Cubic capacity	 39.7m³ 

		  1,402ft 

	 MGW	 30,480kg 

		  67,200lbs 

	 Tare weight	 4,150kg 

		  9,150lbs 

	 Max payload	 26,330kg 

		  58,050lbs
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CS
LEASING OPEN TOP

Fully compatible with existing container shipping, 

handling and intermodal transportation systems, the 

robust design of our open top containers are proven as 

suitable for a wide range of standard or project-based 

cargo such as over-height or dense products.

In addition to flexible loading options including via the rear 

door with the header open or closed or with crane loading 

through the roof, CS Leasing’s open top containers also 

benefit from fork pockets for easy manoeuvring. Reinforced 

tarpaulin is secured to the galvanised roof bows, ensuring 

cargo is firmly contained. 

Roof bows serve dual purpose – as well as supporting the 

tarpaulin, they provide structural stability to open top 

containers allowing the containers to be stacked when all 

are engaged.

Key Features:

l	  Proven robust design for maximum strength and capacity

l	  Fork pockets for empty or laden lifting

l	  Lashing rings/bars and shoring slots to secure cargo

l	  Reinforced tarpaulin and galvanised roof bows

l	  Plywood flooring

l	  Full intermodal and container ship compatibility

Dimensions*	 Length 	 Ext 6,058mm 
		  Int 5,898mm 
	 Width	 Ext 2,438mm 
		  Int 2,325mm 
	 Height	 Ext 2,591mm 
		  Int 2,348mm

Door opening	 Width	 2,340mm 
	 Height	 12,280mm

Roof Opening	 Width, between top side rails	 2,232mm 
	 Length, between front/rear header	 5,673mm 
	 Swinging header width	 1,940mm

Rating	 Cubic capacity	 32.5m³ 
		  1,150ft³ 
	 MGW	 30,480kg 
		  67,200lbs 
	 Tare weight	 2,220kg 
		  5,030lbs 
	 Max payload	 28,200kg 
		  62,170lbs

20ft Open Top Container
Typical Specification 20ft x 8ft x 8ft 6ft

*Dimensions are nominal and typical, there may be variations
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CS
LEASING PLATFORMS

Purposed with transporting special cargo by rail or road and 

available in both 20ft and 40ft, our platform containers are 

without sides, ends or roof.

Ideal for oversized and irregularly sized cargo, our platforms 

are most commonly used for transporting machinery and 

other heavy equipment.

Key features

l	  Heavy duty checker plate flooring 

l	  Multiple cargo lashing bars to side and end rails

l	  Empty lift via the fork pockets

l	  10 ratchet winchers per side (40ft variant)

l	   Laden/empty grappler lift points (40ft variant)

Dimensions*	 Length	 Ext 6,058mm	
		  Width	 Ext 
2,500mm 
	 Height	 Ext 236mm

Rating	 MGW	 30,480kg 
		  67,200lbs 
	 Tare weight	 2,060kg 
		  4,540lbs 
	 Max payload	 28,420kg 
		  62,660lbs

20ft Platform
Typical Specification 20ft x 2,500mm x 236mm

40ft Platform
Typical Specification 40ft x 2,500mm x 328mm

Dimensions*	 Length	 Ext 12,230mm	
	 Width	 Ext 2,500mm	
		  Height	 Ext 
328mm

Rating	 MGW	 30,480kg 
		  67,200lbs 
	 Tare weight	 3,400kg 
		  7,500lbs 
	 Max payload	 27,080kg 
		  59,700lbs

*Dimensions are nominal and typical, there may be variations
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Compatible with all marine and intermodal 

transportation modes and designed for high density 

products that do not require large cubic capacities, CS 

Leasing BK2 certified half heights are licensed for the 

carriage of hazardous cargo in accordance with the 

International Maritime Dangerous Goods (IMDG) Code, 

making them popular within the mining and mineral 

export industries.

Available in various heights, depending on the product 

requirements, all units come with a removable lid 

addressing environmental concerns for controlling dust and 

loose products. Patent-protected designs are also available 

for the use with tippler discharge and lid lifter technology.

Key Features:

l	 �Units can be connected two high and transported as  

one module

l	 �Loading via fully removable lid or front door assembly

l	 �BK2 and removable lid design to prevent leakages and 

protect the environment

l	 �Internal epoxy anti-abrasion paint system

l	 �Ergonomic side-mounted front hatch release handle, 

ensuring operator safety

l	 �Top hinge hatch allows tip discharge

l	 �Side hinge doors with swinging header for forklift  

truck access

l	 �Full intermodal and container ship compatibility

l	 �Most popular for mining and mineral export

*Dimensions are nominal and typical, there may be variations

Dimensions*	 Length 	 Ext 6,058mm 
		  Int 5,836mm 
	 Width	 Ext 2,438mm 
		  Int 2,132mm 
	 Height	 Ext 1,450mm 
		  Int 1,214mm

Door opening	 Width	 2,284mm (top) 
		  2,181mm (bottom) 
	 Height	 1,023mm

Hatch opening	 Width	 2,284mm (top) 
		  2,181mm (bottom) 
	 Height 	 1,008mm 
	 Header width	 1,686mm

Roof opening	 Length	 5,702mm 
	 Width	 2,132mm

Rating	 Cubic capacity	 15.5m³ 
		  549ft³ 
	 MGW	 35,000kg 
		  77,160lbs 
	 Tare weight	 3,150kg 
		  6,940lbs 
	 Max payload	 31,850kg 
		  70,220lbs

Half Height Bulk Container
Typical Specification 1.45m 
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LEASING FLAT RACKS

The CS Leasing flat racks are designed for oversized 

or difficult loads that cannot be carried in a standard 

container.

Manufactured in steel with multiple lashing points, inward 

flush folding and full panelled end-walls, our flat racks provide 

strong, flexible and straightforward loading options - from the 

sides, ends, or above - allowing you to move plant, vehicles, 

machinery and other non-standard loads in marine and 

intermodal transport.

Key features

l	� Can be stored or backhauled in stacks: 

	 - Seven for 20ft 

	 - Four for 40ft

l	  Multiple loading options – sides, ends, above

l	  Flush folding end walls to form a platform

l	  Equipped with stake pockets and lashing bars

l	  Suitable for sling lifting from bottom corner castings

l	  Designed to carry out-of-gauge cargo

Dimensions*	 Length	 Ext 6,058mm 
		  Int 5,618mm 
	 Width	 Ext 2,438mm 
		  Int 2,208mm 
	 Height	 Ext 2,591mm 
		  Int 2,233mm

	 Base height folded	 370mm

	 Stack height	 folds 7 into 
		  2,591mm (8ft 6in)

Rating	 MGW	 34,000kg 
		  74,960bs 
	 Tare weight	 2,790kg 
		  6,150lbs 
	 Max payload	 31,210kg 
		  68,810lbs 
	 Concentrated load 	 20,000kg 
	 evenly distributed	 44,106lbs  
	 over centre 7.5 meters

20ft Flat Rack
Typical Specification 20ft x 8ft x 8ft 6in

*Dimensions are nominal and typical, there may be variations

Dimensions*	 Length	 Ext 12,192mm 
		  Int 11,652mm	
	 Width	 Ext 2,438mm 
		  Int 2,380mm 
	 Height	 Ext 2,591mm 
		  Int 1,955mm

	 Base height folded	 648mm

	 Stack height	 folds 4 into 
		  2,591mm (8ft 6in)

Rating	 MGW	 50,000kg 
		  110,230lbs 
	 Tare weight	 4,900kg 
		  10,800lbs 
	 Max payload	 45,100kg 
		  99,430lbs 
	 Concentrated load 	 30,000kg 
	 evenly distributed	 66,150lbs 
	 over centre 2 meters

40ft Flat Rack
Typical Specification 40ft x 8ft x 8ft 6in


